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The polarity distribution of GaN based lateral polarity heterostructures is investigated by
piezoresponse force microscopy ~PFM!. Simultaneous imaging of surface morphology, as well as
the phase and magnitude of the piezoelectric response, is performed by PFM on a GaN film with
patterned polarities on a c-Al2O3 substrate. We demonstrate that the polarity distribution of GaN
based lateral polarity heterostructures can be deduced from the phase image of the piezoresponse
with nanometer scale spatial resolution. © 2002 American Institute of Physics.
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The piezoelectric character of III-nitride semiconductors
yields a novel degree of freedom in designing devices for
modern micro- and nanoelectronic applications.1,2 As such,
measurement of the piezoelectric properties of III-nitrides
with high spatial resolution is of importance for the design
and performance of GaN based electronic and optoelectronic
devices. Moreover, investigation of the piezoelectric behav-
ior of nitride thin films and heterostructures at the nanoscale
level is of considerable interest for determining how inter-
faces, dislocations, stacking faults, and inversion domain
boundaries can affect device performance.
In their wurtzite phase, III-nitrides are piezoelectric as
well as pyroelectric materials having piezoelectric constants
di j , which are about one order of magnitude higher than in
other III-V compound semiconductors.2 The spontaneous po-
larizations for GaN and AlN are PSP520.034, and 20.090
C/m2, respectively.2 In GaN the @0001#-axis points from the
Ga atom to the nearest neighbor N atom ~cation to anion!
along the crystallographic c-axis, and from the N face to the
Ga face ~since Ga atoms will be on the top position of the
$0001% bilayer!. The orientation of spontaneous polarization
is defined by convention such that the positive direction is
along the crystallographic @0001# axis. Since the sign of the
spontaneous polarization is predicted to be negative, the ori-
entation always points from the Ga face toward the N face
side of the crystal ~in the @0001¯ # direction!.1–3 In contrast to
ferroelectric materials, the orientation of the spontaneous po-
larization in nitrides cannot be changed by the application of
an external electric field.
At the surfaces of relaxed GaN and AlN crystals, a gra-
dient in the spontaneous polarization induces polarization
bound surface charges with densities of 2.1231013 and
5.6231013 cm22, respectively. The sign of the polarization
induced charge at each surface is related to the orientation of
the polarization and therefore to the polarity of the crystal.
For epitaxial layers of GaN with Ga-face polarity, the bound
surface charge is negative, whereas for N-face GaN the
bound surface charge is positive. The polarization induced
surface charge is balanced by a bound charge of opposite
sign at the nitride/substrate interface.3
While the predicted spontaneous polarization is indepen-
dent of strain, piezoelectric polarization is strain-induced.3 In
general, the total polarization of a nitride layer is the sum of
the spontaneous and of the piezoelectric polarizations. As
shown by Ambacher et al.1,3 piezoelectric and spontaneous
polarizations are parallel for tensile strain and are antiparallel
for compressive strain.
Recently, scanning probe microscopy ~SPM! based tech-
niques were employed to perform high-resolution character-
ization of the local electronic properties of III-nitrides.4–6 In
this study, we present another SPM based technique, namely,
piezoresponse force microscopy ~PFM! to investigate the lo-
cal electromechanical properties of III-nitrides. PFM offers
significant advantage compared to macroscopic
techniques7–9 in studying the properties of piezoelectric
films. In addition to measuring the piezoelectric displace-
ment with sub-Angstrom precision, in the PFM approach, the
tip can be rastered to generate 2-dimensional images of the
magnitude and sign of the piezoresponse signal with nanos-
cale lateral resolution. As such, PFM can resolve nanometer
variations in the piezoelectric properties of a sample, and is
ideally suited for investigation of the piezoelectric properties
near inversion domains and other defects. In this paper, we
report nanoscale imaging of GaN heterostructures with pat-
terned polarities on a sapphire substrate using PFM.
The PFM imaging method, which was developed to vi-
sualize domain structure in ferroelectric thin films, is de-
scribed in detail elsewhere.10–16 Ideally, with PFM when a
modulation voltage is applied to a piezoelectric material, the
vertical displacement of the probing tip, which is in me-
chanical contact with the sample, accurately follows the pi-
ezoelectric motion of the sample surface. The voltage V ap-
plied across a film of thickness t, generates an electric field
E3 along the c-axis, which strains the film by a thickness Dt .
The d33 piezoelectric coefficient is then proportional to the
applied voltage: d335DS3 /E35Dt/V , where E35V/t , and
DS35Dt/t is the change of strain along the c-axis. Thus, the
amplitude of the tip vibration measured by the lock-in tech-a!Electronic mail: robert
–
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nique provides information on the piezoelectric strain and
coefficient d33 can be determined. The polarity distribution
of the GaN heterostructure can be determined based on the
dependence of the sign of the piezoelectric coefficient on the
polarization direction; the oscillation of the film is either
in-phase or out-of-phase with the modulation voltage, corre-
sponding to either a Ga- or N-face film, respectively. There-
fore, in a PFM phase image, Ga- and N-face polarities will
exhibit opposite contrast.
There are two main approaches in PFM: measurements
can be performed by applying a voltage between a conduct-
ing tip and a bottom electrode, or between deposited top and
bottom electrodes. For example, Gruverman et al.11 per-
formed measurements of Pb(Zrx ,Ti12x)O3 ~PZT! thin films
by applying a voltage between a bottom electrode and a con-
ducting tip used as a moveable electrode. With this configu-
ration, the polarization distribution in PZT thin films were
imaged with a lateral resolution of about 10 nm.11 However,
the electric field generated by the PFM tip is highly inhomo-
geneous, which makes quantitative measurements of the field
dependent parameters difficult. Alternatively, Christman
et al.15 made measurements by applying a voltage between
deposited top and bottom electrodes and demonstrated a sub-
micron variation of piezoelectric properties in PZT capaci-
tors. With this configuration, a homogeneous electric field is
generated throughout the piezoelectric layer and the electro-
static tip–sample interaction is suppressed, although at the
expense of lower lateral resolution.
In this study, the first approach was utilized to perform
PFM with a TM Microscopes AutoProbe M5, conducting
tips, and a dual-phase lock-in amplifier ~SR830!.16 The com-
mercially available conducting cantilevers ~force constant
2.1 N/m! had a 1000 Å layer of 0.1 V cm p-type diamond
over the Si tips and were mounted on alumina squares. To
explore the imaging capability of PFM, and the influence of
polarity on the amplitude and the phase of the measured
piezoresponse, a plasma induced molecular beam epitaxy
grown GaN film with patterned Ga- and N-face polarities
was examined at a modulation frequency of 10 kHz with a
driving voltage of 5 V applied to the tip. The Ga-face GaN ~1
mm thick! was grown on an AlN nucleation layer ~10 nm
thick!, while the N-face GaN ~1 mm thick! was grown di-
rectly on the sapphire substrate.17
Figure 1~a! shows a topographic image of the GaN film
with alternating concentric squares of Ga and N faces ~the
innermost square is Ga face!. In Figs. 1~b! and 1~c!, PFM
magnitude and PFM phase images, respectively, are dis-
played. It is interesting to note that the piezoresponse mag-
nitude, which should be independent of polarity, is higher @as
denoted by a lighter contrast in Fig. 1~b!# for the N-face
GaN. We suggest this results from the better structural qual-
ity of the N-face in comparison to Ga-face GaN ~dislocation
density is ’83109 and ’13109 cm22 for Ga- and N-face
GaN, respectively! and the slightly different biaxial compres-
sive strain, which was measured using x-ray diffraction to be
6.3531023 and 5.4731023 for the Ga- and N-face regions,
respectively. This strain causes a piezoelectric polarization of
10.0055 C/m2 for the Ga face and of 20.0047 C/m2 for the
N face. Accounting for spontaneous polarization ~20.034
C/m2 and 10.034 C/m2 for Ga and N face, respectively!, the
magnitude of the total polarization and the corresponding
bound surface charge is larger for the N face (P
50.0293 C/m2,s/e51.8331013 cm22) in comparison to
the Ga-face GaN (P520.0285 C/m2,s/e521.78
31013 cm22), which would lead to a higher magnitude of
the piezoresponse of the N-face regions. From Fig. 1~b! we
also see a higher piezoresponse close to the inversion domain
boundaries ~IDBs! between Ga- and N-face regions. It has
been suggested18,19 that the local strain field increases close
to an IDB, possibly explaining the increased piezoresponse
at the polarity boundary.
The piezoresponse of the GaN film was found to be 0.6
and 0.3 pm/V for the N-face and Ga-face regions, respec-
tively. These values are significantly lower than those ob-
tained by macroscopic methods.20,21 The relatively low pi-
ezoresponse values can be attributed to at least two effects,
the first is that the applied field is not uniform over the film
and the second is that the displacement will be mechanically
constrained by the adjacent nonvibrating regions.
In the PFM phase image @Fig. 1~c!#, the N-face regions
have a lighter contrast than the Ga-face regions. A histogram
representation of the relative areas of the Ga- and N-polarity
phases is shown in Fig. 1~d!. From this figure it can be seen
that while the Ga face vibrates almost in phase with the
modulation voltage ~;20°!, the oscillation of the N face is
out-of-phase with respect to the applied voltage ~;160°!.
In-phase vibration is an indication that the total polarization
points toward the substrate, which is consistent with the Ga-
face polarity. Accordingly, a region with out-of-phase vibra-
tion should have polarization directed toward the surface, as
in the N-face region. The fact that the phase difference be-
tween the Ga- and N-polarity regions is not exactly 180°
FIG. 1. ~a! Topographic, ~b! PFM magnitude, and ~c! PFM phase images of
a GaN-based lateral polarity heterostructure. The innermost 535 mm2
square is the Ga-face region. The N-face region has a higher piezoresponse
magnitude as indicated by contrast, and there is a sharp contrast difference
in the piezoresponse phase image, demonstrating inversions in film polarity.
~d! Histogram of the PFM phase image ~c!. The magnitudes of the Ga- and
N-face peaks correspond to the relative areas of each region.
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may be attributed to parasitic capacitance of the tip-sample
structure.
It should be noted that in the PFM experimental setup
both electrostatic forces and the electromechanical response
of the surface could contribute to the measured signal. How-
ever, diamond coated tips have been shown to be long lasting
and ideally suited for PFM since the tip–field electrostatic
interaction is minimized when they are used in contact mode
due to the high force constant.16 In addition, the observed
PFM contrast was stable and did not change after subsequent
measurements. Images obtained using electrostatic force mi-
croscopy were found to be sensitive to the preceding PFM
measurements, apparently due to changes in the surface
charge distribution which took place during PFM imaging.
Therefore, we attribute the observed PFM contrast mainly to
the piezoelectric effect. Due to the finite conductivity of the
GaN, there will be a redistribution of charge that will par-
tially screen the polarization charge, the effect of which will
be explored by investigating the frequency dependence of
the piezoresponse. A more complete understanding of the
electrostatic and piezoelectric effects, and hence the relation-
ship between such factors as strain and surface charge den-
sity, will be studied by comprehensive scanning probe mea-
surements including PFM, electrostatic force microscopy,
and scanning Kelvin probe microscopy.
A line scan cross-sectional analysis of the PFM phase
image of the GaN heterostructure ~Fig. 2! reveals that the
lateral resolution achieved in imaging of the Ga- and N-face
regions is about 100 nm. The lateral resolution is limited by
the width of the IDB. It is believed that in the case of the
sharp IDB the Ga- and N-face regions can be imaged with
much higher resolution.11
In summary, we have demonstrated the applicability of
piezoresponse force microscopy for nanometer scale imaging
and piezoelectric measurements of GaN-based lateral polar-
ity heterostructures. The PFM method enables us to identify
the location of inversion domain boundaries as well as the
polarity of the adjacent GaN crystals and to perform evalu-
ation of the piezoelectric parameters at the nanoscale level.
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